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Six Rib in Gull Grey

Revolution Hills, Otago

Clean lines and Strong
visual appeal

Used by Calder Stewart for their officesin The Six Rib roofing profiles is suited to a wide range of
Milton. South Otago Six Rib offers clean commercial and residential applications such as offices and
‘ ’ ! retail.

lines and a strong visual appeal.
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The right roof always fasts fonger
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Six Rib

Residential and Commercial

The Six Rib roofing profile is also suited for cladding
applications down to 4 degrees. Six Rib distinguishes itself
with lower rib height giving it a lighter weight looking
appearance.

Building Code Compliance

The product will, if employed in accordance with the
supplier'sinstallation and maintenance requirements, assist
with meeting the following provisions of the building code
fora period of 15 years:

- Clause B2 Durability: Performance B2.3.1
- Clause E2 External moisture: Performance E2.31,E2.3.2
- Clause F2 Hazardous building materials: Performance F2.3.1

Additional Profile Information

Available in the following materials:

- Unpainted Zincalume® Galvanised or Aluminum

- Prepainted ColorCote® - ZinaCore® MagnaFlow®
AlumiGard™

Notes: Please consult with a Dimond® Representative before

ordering for:

1. The correct coat to suit your roof to match the
environment.

2. Availability of any non standard colours, materials or
thicknesses.

Maintenance must be carried out on your new roof to ensure
the roof meets the required durability according to the New
/ealand Building Code and material warranty.

0800 DIMOND
dimond.co.nz
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Note: Alldimensions are nominal.

Specifications
Roofing Roofing Walls Walls
BMT Min Max Span  MaxSpan MaxSpan Max Span
Pitch  EndSpan Internal EndSpan  Internal
{m)* {m)* () (m)
0.40mm 49 1.00 1.50 1.20 1.80
0.55mm 49 1.50 2.20 1.60 2.40

Spans for roofing where the ultimate wind uplift load does not exceed 1.5 kPa.

Spans for walls are limited by an acceptable appearance or an ultimate wind uplift load of 2kPa.
Six Ribis a screw fixed profile, for more information please refer to dimond.co.nz.

*Restricted Access Roofing
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